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SUMMARY :
Wind shear has been identified as a causal or contributory factor in munerous aircraft
accidents in Australia and elsewhere. The prospect of remote sensing equipment for
measuring wind shear becoming available led to this study of the ergopomics aspects of
aircraft operation in conditions of local variations of wind.

Questionnaires completed by 652 military and civilian Australian pilots and air treffic
controllers (ATCs) were analysed for subject -~derstanding, detection of wind difficulties,
Jrequeéncy of wind shear and downdraft situations, pilot technigues and forewarning methods.

It seems that the term wind shear is familiar to many operators but is subject to
various interpretations. Specific definitions (like positive wind shear, reverse wind sheer,
etc.) were often misunderstood. Standard terminology and improved teaching for pilots
and ATCs is recommended, along with an extension of theoretical work on optimal piloting
techniques in wind shear and other local variations of wind.

Pilots often found terrain-induced downdrafts, especially at Nowra, Perth and Pearce,
and thunderstorm wind shears troublesome. Operations in irregular terrain away from
major aerodromes were frequently cited for wind shear hazards. Pllot judgements on the
most susceptible aircraft types were not readily explicable in terms of size, landing speed
or wing loading.

Pilots and ATCs indicated that currently used cues in wind shear conditions inciude
visual estimates of glidesiope departures, precision approach radar observations and
aircrafi-based measurements of wind or ground speed. Recently developed ground-based
remote sensing equipment ~ppears to offer promise for detecting stable wind shears.

A synopsis of wind-involved airliner crashes and a summary of meteorelogicel con-
ditions for the occurrence of local wind variations are included in the report.

POSTAL ADDRESS: Chief Superintendent, Asronautical Ressarch Laberatories,
Box 4331, P.O., Melbourne, Victoria, 3001, Australie.
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ABSTRACT

1

Wind shear has been identified as a causal or contributory factor in numerous aircraft
accidents in Australia and elsewhere. The prospect of remote sensing equipment for
measuring wind shear becoming available led to this study of the ergonomics aspects of
aircraft operation in conditions of local variations of wind.

Questionnaires completed by 652 military and civilian Australian pilots and air traffic
controllers (ATCs) were analysed for subject understanding, detection of wind difficulties,
Sfrequency of wind shear and downdraft situations, pilot techniques and forewarning methods.

It seems that the term wind shear is familiar to many operators but is subject to
various interpretations. Specific definitions (like positive wind shear, reverse wind shear,
etc.) were often misunderstood. Standard terminology and improved teaching for pilots
and ATCs is recommended, along with an extension of theoretical work on optimal piloting
technigues in wind shear and other local variations of wind.

Pilots often found terrain-induced downdrafts, especially at Nowra, Perth and Pearce,
and thunderstorm wind shears troublesome. Operations in irregular terrain away from
major aerodromes were frequently cited for wind shear hazards. Pilot judgements on the
most susceptible aircraft types were not readily explicable in terms of size, landing speed
or wing loading.

Pilots and ATCs indicated that currently used cues in wind shear conditions include
visual estimates of glideslope departures, precision approach radar observations and
aircraft-based measurements of wind or ground speed. Recently developed ground-based
remote sensing equipment appears to offer promise for detecting stable wind shears. ~—-

A synopsis of wind-involved airliner crashes and a summary of meteorological coh-
ditions for the occurrence of local wind variations are included in the report.
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1. INTRODUCTION

Several aircraft crash reports in recent years have noted the existence of substantial changes
in wind vector along the flight path. This wind change phenomenon has become known generi-
cally as wind shear.

Most of those aircraft crash reports involved airliners on approach to airports outside
Australia. Their relevance to Australian aviation conditions was largely unknown and a study
of the incidence, severity and localisation of similar phenomena in Australia appeared to be
warranted. Investigatory studies were therefore initiated in the Aeronautical Rescarch Labor-
atories (ARL) and Defence Research Centre, Salisbury (DRCS) of the Defence Science and
Technology Organisation, sponsored by the Royal Australian Air Force (RAAF) and supported
by the Department of Transport (DOT). The studies were widely based. They embraced:

(a) mathematical modelling of aircraft flight path deviations arising from wind change
phenomena (ARL):

(b) sensors and signal processing techniques for remote monitoring of wind conditions,
particularly by acoustic sounding (DRCS); and

(¢) assessment of the magnitude of any wind shear problems in Austrahia and of the techni-
ques in current use for dealing with such problems (ARL).

Conclusions from those studies were required to determine the extent to which development
of new devices, techniques and/or procedures were necessary or desirable for predicting, measur-
ing and coping with wind shear situations.

Aspects (a) and (b) above are reported separately. This Report covers (c), the ergonomics
aspects of the problem. and incorporates information previously published in interim articles
and papers (Refs 1, 2, 3, 4, 5).

2. BACKGROUND
2.1 Meteorological Factors

Several meteorological factors can cause wind changes at low level. Within one airmass,
low-level wind changes are usually terrain-induced and arise from:

(i) lee effects, where the region in the lee of an obstruction may contain waves, rolors.
cddies and or calms;
(1) contour effects where the airflow is laminar and parallel to the local surface, resulting
in downdrafts and updrafts as the air flows over ridges and gullics: and
(iti) surface roughness effects, where the interaction between the moving airmass and the
carth’s surface reduces the rate of flow in the lower layers.

These terrain-induced conditions usually exist for appreciable periods of time and are therefore
regarded as +i ble. Other stable wind shear situations can arise from the presence of a low-level
jet stream, a marked temperature inversion or a sea breeze established against a moderate
pressure-gradient wind.

Transient situations, on the other hand, may change over periods as short as a few seconds.
These are usually associated with changing weather, cspecially frontal movement and storms.
The wind around a thunderstorm varies both with time and location. Near the centre there are
usually strong updrafts and downdrafts. while in the surrounding air strong shears may be
evident. With the passage of frontal conditions, as with thunderstorms, the associated wind
will vary both with time and position. Sudden temperature and pressure changes can be expected
and hazardous wind conditions can exist in the lower layers of the atmosphere for up to an
hour after the passage of the front.




Appendix A elaborates on these factors and on their relevance to Australian aviation and
particular localities.

2.2 Aircraft Accidents

Since 1970, accident reports on several airliner crashes have cited wind shear or downdraft
as causal or contributory factors. In December 1973 a DC-10 aircraft of Iberian Airlines crashed
short of the threshold to RWY 33L at Logan Airport, Boston, Massachusetts. Using data
from the retrieved 96-parameter flight data recorder, 'nyvestigators were able to reconstruct, in
detail, the flight path and wind profile. The derived estimates of wind include:

1000 feet* 191 degrees 35 knots
500 feet 200 degrees 24 knots
surface 315 degrees 8 knots.

The investigation of this accident drew attention to the hazards of wind shear. Improved
knowledge of those hazards and better investigation techniques have enabled the wind factors
in more recent accidents to be identified with confidence.

Appendix B provides a discussion of recent wind-involved accidents and leads to the
conclusion that inadequate knowledge of the wind profile on approach constitutes a significant
flight safety hazard.

A separate review of DOT records of accidents and incidents involving civilian aircraft
during the period 1973 to 1975 did not alfow useful trend conclusions to be drawn (due to small
sample numbers and insufficient relevant information).

In the period 1958 to 1964, a series of undershoot accidents at the RAN Air Station, Nowra,
resulted in three fatalities, four aircraft damaged beyond repair and three other aircraft badly
damaged. The general pattern of the accidents was a rapid increase in rate of descent at a late
stage of the final approach to RWY 26 with westerly winds. The threshold to RWY 26 was
located on the edge of a plateau. In the gully under the approach path the terrain slope was
about ! in 10. The runway itself was somewhat concave with the far end (western end, RWY 08
threshold) being about 15 m higher than the lowest point and about 10 m higher than RWY 26
threshold.

A study of the situation in 1965-66 identified terrain-induced downdraft and misleading
visual cues as causal factors in the accidents. Suggestions for remedial action were:

(i) the use of perforated fences, or lines of trees, in the gully to reduce the downwash
close to the runway (Ref. 6); and
(ii) the selective painting of the runway surface to improve visual cues (Ref. 7).

Major earthworks were undertaken in the early 1970s with more than 100 000 cubic metres
of earth being removed from the raised ground beyond the western end of the runway and placed
in the gully at the eastern end. The plateau of the airfield was thereby made effectively longer
and flatter with about 200 m of level ground now under the approach path in front of the paved
area of RWY 26. This area also serves as an underrun for any aircraft landing short. No major
undershoot accidents have occurred at RANAS Nowra since that time. It has been said by some
Navy pilots that the point of onset of downdraft now occurs earlier on the approach to RWY 26.

2.3 Terminology

Although the popular understanding of wind shear undisputedly involves wind change,
writers in aviation meteorology appear to be disunited on whether:

(i) wind shear is a scalar or vector quantity;

* In this report, SI units are used exclusively except where current aeronautical usage is in
conflict. Accordingly airspeed and wind speed are given in knots, and height and altitude are
given in feet. Values are given both in SI units and customary units where appropriate.
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(ii) wind shear is a wind difference or a wind gradient;

(iii) a temporal wind variation (as distinct from a spatial wind variation) should be called
a wind shear;

(iv) wind variation with height is the only type of spatial wind variation that should be
called wind shear; or

(v) variation of the lateral and/or vertical compenents of wind should be classified as
wind shear.

Indeed, some writers seem unaware of the distinctions.

The following typical ‘definitions’ have been taken from popular aviation journals:
‘Wind shear is defined as a change in wind direction and/or velocity in a short distance,
either vertically or horizontally.” (Sporr Aviation, Ref. 8); and
‘Wind shear is normally accepted as being a change in the fore-and-aft, lateral or
vertical components of wind." (Flight International, Ref. 9).

Some mention of height is often included, especially in publications on meteorology, e.g.:

*The vector difference between the winds at two levels is known as wind shear ...’
(Australian Bureau of Meteorology, Ref. 10).

A paper from the US Weather Bureau (Ref. 11) defines wind shear as the derivative, with
respect to height, of the primary air flow (i.e. the ten-minute average wind speed). In a paper
by a representative of the US Air Line Pilots Association (Ref. 12), wind shear is regarded as
a wind difference related to altitude. .

Some modelling studies of aircraft behaviour have used wind variation along the flight
path, rather than variation with height, ¢.g.:

‘Wind shear is a change of wind speed and/or wind direction over a short distance
along the flight path.’ (Ref. 13).

From the point of view of the pilot, concerned with the response of the aircraft in flight, the
more appealing definitions of wind shear are the less restrictive versions such as provided by
the International Civil Aviation Organisation (ICAO):

‘Wind shear: change in wind direction and/or speed in a relatively short amount
of space.” (Ref. 14);

or the American Meteorological Society:

‘Wind shear—the local variation of the wind vector or any of its components in a
given direction.’ (Ref. 15).

Nevertheless, none of the above ‘definitions’ is sufficiently rigorous to satisfy the student
of mathematics or fluid dynamics. Further discussion is provided in Appendix C.

The current usage in aviation meteorology is that verrical wind shear refers to a change
in wind vector (speed and/or direction) with altitude; horizontal wind shear refers to a change
in wind vector with horizontal displacement. ICAO defines vertical wind shear as:

‘... the vector difference obtained by subtracting the wind vector at the bottom of
a specified layer of the atmosphere from the wind vector at the top of the same layer.’
(Ref. 16).

Melvin (Ref. 17) has noted that the meteorologists’ ‘vertical wind shear® would be referred to
in fluid mechanics terminology as a ‘*horizontal wind shear’.

Low-level wind shear is defined by DOT (Ref. 18) to include both vertical and horizontal
wind shears in the lowest 2000 feet of the atmosphere. Because many writers exclude vertical
airflow in their definitions of wind shear, the terms updraft and downdraft are often used, as
appropriate.

A stable wind shear is said to occur when the short-term mean winds at the two points of
interest are steady, and the resulting wind difference (or gradient) is also steady. Conversely,
a transient wind shear arises from non-steady wind velocities during changing weather conditions
in a particular region.
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Turbulence consists of perturbations superimposed on the short-term mean wind, and is
therefore regarded as secondary flow. Thus turbulence is not classified as wind shear although
the two phenomena often occur together. The cycle period of turbulence would normally not
exceed a few seconds. In wind shear the wind is primarily a function of position rather than
time; thercfore the time rate of change of wind observed from a moving aircraft is related strongly
to the aircraft’s speed and rate of climb or descent. In this Report, the term wind structure is
used to encompass the whole state of local airflow.

ICAO has defined (Ref. 16) the qualitative terms light, moderate, strong and severe, for
vertical wind shears 0t0 4, 5 to 8, 9 1o 12 and more than 12, knots per 30 m (100 feet) of altitude
respectively. No particular height interval is specified for the measurement. Although th- ICAO
definitions deal only with stable vertical shear of horizontal wind, it would be wrong to assume
that other types of wind shear (i.e. up/downdraft, transient or horizontal wind shear) are neces-
sarily less important in aviation.

2.4 Aviation Significance
2.4.1 Acrodynamics

Because the lift generated by an aerofoil is a function both of airspeed and angle of attack,
changes in the values of these parameters will affect lift and hence the vertical motion of the
aircraft. Also an aircraft’s inertial (i.e. relative to the ground) velocity is the vector sum of its
air velocity and the wind velocity. Hence, because the inertial velocity cannot change instantly,
any ctange in the wind (vertical or horizontal wind) will produce a transient change in the
aircraft’s air velocity (i.e. airspeed and/or angle of attack) and thereby will affect lift.

With an aircraft trimmed for stable cruise, any wind-induced change of airspeed tends to be
negated after a period by a corresponding change of aircraft inertial speed. That speed change
would follow from any height change and the drag-thrust imbalance resulting from the original
wind change. However, for aircraft at low level and low speed on approach to land, safcty
margins in height, speed and time are relatively small. If the wind change is rapid enough to
exceed the aircraft’s acceleration capacity, and is large enough to negate its airspeed margin
over the minimum approach speed for the given configuraiion, then a potential hazard exists.

These effects are described in engincering journals (e.g. Refs 19, 20) and pilot journals
(e.g. Refs 21, 22).

2.4.2 Overshoot;Undershoot

In the ICAO code (Ref. 16) on vertical shear of horizontal wind, a negative shear is onc
where the headwind is stronger (or the tailwind is weaker) at the top of an airmass than at the
lower levels. This circumstance is referred to as headwind shear in the Australian Federation
of Air Pilots (AFAP) code (Ref. 23), and unqualified shear in the QANTAS code (Ref. 24).
In such a wind structure, and with no correcting input by the pilot, a descending aircraft will
initially tend to underfly the projected or desired flight path and an ascending aircraft will
initially tend to overfly. These effects are illustrated in Figure 1.

The inverse circumstance of headwind weaker (or tailwind stronger) at the top of an airmass
than at the lower levels is referred to as positive shear 1CAQ), tailwind shear (AFAP) and reverse
shear (QANTAS). In this casc a descending aircraft will initially tend to overfly and an ascending
aircraft to underfly, as illustrated in Figure 2,

DOT (Ref. 18) has defined overshoot shear and undershoot shear according to the initial
effect on an aircraft. Hence the type of shear resulting from a given wind structure depends also
on whether the aircraft is ascending or descending. Undershoot shear results from a decreasing
headwind: this may be a negative shear for a descending aircraft, or a positive shear for an
ascending aircraft. For overshoot shear the reverse holds.

2.4.3 Pilot Response

On encountering a wind shear at low level, the pilot will try to minimise the departure
from the desired glideslope and airspecd. A temporary change to the thrust setting will be appro-
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priate; however the literaturce is divided on the question of whether pitch controls should be
used to pursue airspeed or rate of descent as the primary control variable (e.g. Refs 13, 25).

Perhaps just as significant as the primary cffect of wind shear is the possibility of the pilot
overcorrecting, ¢.g. where an initial overshoot shear on approach leads to an undershoot
situation as a result of the pilot reducing thrust for too long. Undershooting (whether as a direct
consequence of shear or from overcorrection) has the major accident potential, characterised
by a high rate of descent with a small power setting, or a low and slow approach. Conversely,
an overshoot situation may be less hazardous as the aircraft should be able to go around, or
perhaps land, albeit well past the threshold.

In the situation where a pilot has some forewarning of wind changes likely to be experienced
during the approach, he can vary his approach strategy (c.g. flaps, speed, approach path angle)
so as to be less affected by the change. Some care may be needed to avoid encroaching on other
limits (runway length, maximum flap and tyre speeds, etc.) should the anticipated change not
eventuate. Again the literature is not unanimous on approach strategy for wind shear conditions,
but some kind of speed additive is usually suggested when a decreasing headwind is expected.

2.5 Wind Sensors
2.5.1 Ground-Based Systems

Tower-mounted anemomcters are used for horizontal wind measurements at 10 m above
ground level at most Australian Flight Service Units. At Bald Hills in Queensland, towers with
instruments at various heights up to 200 m are being used to study three-dimensional transient
wind behaviour associated with thunderstorm gusts and fronts (Ref. 26). However, for opera-
tional use near aerodromes, high obstructions are unacceptable and therefore some sort of
remote sensing technique is necessary for examining wind aloft. At major aerodromes some
information is currently obtained from balloon flights, a few times a day at most; data so obtained
lack the temporal and spatial resolution for operational use in wind shear detection and measure-
ment, especially in transicnt conditions.

At DRCS, acoustic sounding techniques have been examined in considerable detail. Acoustic
sounding is a ground-based remote sensing technique which exploits the relatively strong inter-
action betwcen acoustic waves and the small-scale inhomogencities of air temperature and
velocity which are present in turbulent regions of the lower atmosphere. In practice, short
pulses of acoustic waves are transmitted upwards into the atmosphere at intervals of typically
two to ten scconds using a directional acoustic antenna on the ground. As the pulses travel
upwards, various scattering processes (c.g. from small-scale turbulence, inhomogeneities, sus-
pended particles or insects) return a small part of the pulses to the ground. Some of this scattered
energy is subsequently collected by one or more acoustic antennae, amplified, and processed
to give information on the height and irtensity of scattering regions in the lower atmosphere.
The maximum operating height range is determined by factors such as the power and frequency
of the radiated cnergy. the size and distribution of scattering inhomogeneities, the atmospheric
absorption of the energy of the transmitted pulses, and the ambient noise level which determines
the minimum detectable signal level. Typical operating height ranges for low-powered (about
10 to 50 W peak radiated acoustic power) acoustic sounders operating in the frequency range |
to 3 kHz vary from about 100 m to one kilometre, depending upon the antenna configuration
and the ambient noise levels.

When the scattering inhomogencitics are moving relative to a fixed receiving antenna on
the ground, the frequency of the scattered acoustic waves observed at the receiver differs from
the carrier frequency of the transmitted pulses. The magnitude of these Doppler frequency
shifts depends primarily upon the wind velocities at the heights of the scattering regions and the
particular antenna configuration employed. For example, a monostatic configuration (co-located
transmitting and receiving antennac) can be employed to measure the radial component of the
three-dimensional wind field along the path travelled by the transmitted pulses. Alternatively,
Doppler wind information can be obtained over a limited height interval using a bistatic con-
figuration (spaced transmitting and recciving antennac). In general, a minimum of three antennae
is necessary, using cither monostatic or bistatic techniques, to obtain information on the three-
dimensional wind ficld along the path travelled by the transmitted pulses.
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A requirement for any remote wind-sensing system for routine operational use at zero-
dromes is the ability to operate satisfactorily under all conditions likely to be associated with
wind shear phenomena, including strong surface winds and turbulence, gusts, etc. The data on
relatively simple, low-powered systems with analogue Doppler processing, as employed in the
DRCS experimental installation at RAAF Edinbusgh. indicate that such systems are not suitable
for use as remote sensors at airfields. In general, noise from aircraft on a nearby runway, strong
surface winds, heavy rain, etc., has been found to render such systems unserviceable, resulting
in possible errors in the computed wind (Ref. 27).

Other studies in acoustic sounding have been conducted at RAAF Point Cook (Ref. 28)
and Boulder, Colorado (Refs 29, 30). Another system of ground-based sensors has been used
to detect gust fronts by measuring small jumps in temperature or pressure (Ref. 31).

Related techniques under development overseas include radio-frequency sensing (typically
frequency-modulated continuous wave at 100 mm wavelength) and laser sensing (continuous
or pulsed using carbon dioxide lasers) with Doppler processing. A review of alternative remote
sensing techniques has been conducted at DRCS (Ref. 32).

2.5.2 Airborne Systems

It has been claimed that some aircraft-based sensors are useful in detecting wind shear.
These include: (i) angle of attack instrumention; (ii) the NASA total energy monitor system
(Ref. 33) which displays the rate of change of the combined kinetic and potential energies of
the aircraft; and (iii) the *Safe Flight' device (Ref. 34) which computes the rate of change of
horizontal wind and the downdraft drift angle. All of these devices are aids to the recognition
of and coping with a wind shear that the aircraft is currently encountering. They are not
forewarning devices.

3. QUESTIONAIRE SURVEY
3.1 Objectives

As far as was known no systematic investigation had previously been made either in Australia
or overseas about the wind shear experiences of aviation personnel. It was anticipated that a
questionnaire survey directed at Australian pilots and air traffic controllers (ATCs) would yield
valuable information about the extent of any difficulties with wind shear, and might also provide
guidance in the techniques for coping with wind shear if these prove to be necessary or desirable.

A questionnaire was prepared with a view to seeking information from Australian pilots
and ATCs on:

(i) their understanding of the wind shear phenomenon and its terminology;
(ii) how they anticipate and recognise wind hazards;
(iii) the frequency, severity and locations of important wind shear situations in Australia;

(iv) their opinions as to the aircraft most affected by, and approach techniques best suited
to, wind shear conditions; and

(v) preferences for warning messages relating to the presence of wind shear.

Over one thousand questionnaires were sent out in mid-1976 and about two-thirds of those
were completed and returned, an excellent result for voluntary surveys of this type. The response
appears to reflect the interest and concern in the topic among the aviation community.

3.2 Subjects

The Australian aviation community includes pilots, ATCs, Flight Service Officers and
meteorologists, all of whom might have some useful input into a survey on wind shear.
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At the time of the survey, the pilot group! was composed of approximately:

1000 military pilots (about one-quarter of whom no longer fly regularly);
2000 regular public transport (RPT) pilots;

1500 other commercial pilots.
15000 private pilots;

5000 glider pilots; and
12000 student pilots.

The ATC group comprised about 270 servicemen and about 1000 DOT employees. Of the
latter group, about one-quarter were assigned to tower duties.

Ideally, subjects from each of these groups should have participated in order to obtain the
widest experience background. However, for reasons of expedience, the survey was restricted
to military pilots, military ATCs, civilian RPT pilots and DOT tower-based controllers. Note
that general aviation pilots, Flight Service Officers (who provide an advisory and search-and-
rescue watchkeeping service for general aviation aircraft operating outside controlled airspace),
aviation meteorologists and meteorological observers could not be included although they
doubtless would have made a valuable contribution.

The survey was aimed at operators whose experience was relatively recent, and so an attempt
was made to exclude persons who had not being flying or controlling air traffic during the
preceding 12 months.

3.2.1 Sample Size

Because the survey sought subjective opinions as well as factual information, it was felt
that selected interviews of a small number of operators would be inappropriate. This is why
the questionnaire survey of many hundreds of operators was undertaken. Due attention was
given to established principles in the formulation of questions (Ref. 35) and the multiple-choice
answers.

Table 3.2 gives the numbers of eligible persons (i.e. those having recent experience) in each
group, together with the chosen number of persons within each group to whom a questionnaire
was dispatched. A full survey of all groups was not practicable because the total cost would
have been excessive. A 100°;, sample size was used for the smaller groups to avoid problems
resulting from too small a sample (e.g. bias from an individual's extreme views).

TABLE 3.2
Chosen number of persons in survey in relation to eligible parent populations
- Number of persons | Chosen number %
in eligible 1’ of ;

parent population : persons in sample ‘
Pilots
Air Force 613 408 67
Army 95 ‘ 95 100
Navy 65 65 100
Civilian (RPT) ' 1960 ‘ 196 10
Air Traffic
Controllers
Air Force 233 ‘ 158 67
Army 25 25 100
Navy 12 12 100
Civilian (DOT) approx. 1000 76 . approx. 8

1 Approximate figures for 1975-76 taken from government records.

7




3.2.2 Subject Selection

Where the sample size was less than 1009, a technique for subject selection was required
to ensure an even distribution of the sample throughout the parent group. It was thought best
to stratify the group on the basis of experience: a representative experience cross-section could
then be assured. For Air Force pilots, a computer printout of name, age and flying hours was
available. The subjects’ names were placed in order of flying hours, and every third name rejected.
For Air Force ATCs, age seemed to be the best available correlate of experience, so selection
was similarly achieved by rejection of every third name in an age listing.

Unfortunately for this survey, similar computer files were not available for civilian pilots
and ATCs. For pilots, however, some idea of flying hours (although up to six months out of
date) was obtained from DOT records, and the selection was achieved by accepting cvery tenth
name after an ordering procedure based on those hours.

For civilian ATCs, not even a list of names was obtainable so it was not possible to use
a technique of controlled or random selection to produce a list of subjects. A technique of
haphazard selection was therefore reluctantly used. This was achieved by sending an appropriate
number of questionnaires to each ATC tower with instructions that they be issued to the con-
trollers actually performing the aerodrome control duty on that and subsequent shifts. Con-
sequently the civilian ATCs were the only subjects who did not receive a questionnaire and letter
addressed to them personally.

A reply-paid envelope was enclosed with each questionnaire, enabling the return of the
document to be expedient, independent and direct. This was important as personal and confi-
dential views were being sought.

3.3 Preliminary Surveys

The questionnaire was used in a preliminary survey in order to test the questions for
ambiguity, clarity and completeness. This was achieved by issuing questionnaires and subse-
quently interviewing each of the respondents to discuss his answers. The first version was tested
with ten senior Air Force officers, and the revised version was tested with sixteen current Air
Force test pilots and four current Air Force ATCs. This procedure proved particularly useful
for improving the questionnaire quality and identifying areas of questioning difficulty.

3.4 Split Ballot

It was decided to issue questionnaires to some groups in the form of a split ballot. This is
a technique in which the optional answers are presented in reverse order to half of the subject
group. This allows an assessment of the ordering bias to be made: a question whose results
are independent of the order of the optional answers is referred to as ‘tight’; in a ‘loose’ question,
the respondents are influenced by the order of the optional answers.

A split ballot was used for Air Force pilots and ATCs only. This was appropriate because
of the large size of those groups and the availability of individuals’ data. In the selection technique
described in Section 3.2.2, every third man was rejected. Of the two men accepted, the first
received version X (the direct version) and the second received version Y (the reversed version).
Consequently, the two versions were distributed to comparable groups of Air Force members.
Navy and civilian groups received questionnaires with direct ordering and Army groups received
questionnaires with reversed ordering.

3.5 Versions for Pilots

The pilots’ questionnaire was produced in several versions, each of about 30 pages, so full
duplication of cach version here is not practicable. An indication of question wording and
answer options can be found in Appendix D where grouped response data are given. The following
subject arcas were covered:




(i) understanding of the effects of wind shear;

(ii) understanding of the various definitions;

(iii) reading in aviation journals about wind shear;

(iv) cues for anticipation of wind shear;

(v) cues for recognition of effects of wind shear;

(vi) approach strategy in various wind conditions;

(vii) estimation of degree, location and frequency of wind shear conditions;
(viii) susceptibility of different aircraft types to wind shear conditions; and

(ix) opinions of the content and timing of various proposed warning messages.

The differences between the various versions for pilots were relatively small modifications
relevant to the experience of the group concerned: e.g. Navy pilots were asked about ship
landings, and only military pilots were asked about rotary wing aircraft.

The civilian pilots’ questionnair= was distributed after some of the military pilots’ question-
naires had been returned. This allowed some further small refinements to be included and these
were mostly in the questions about proposed message content.

3.6 Versions for ATCs

Each version of the ATC questionnaire had 13 pages of questions. The following subject
areas were covered:

(i) understanding of the effects of wind shear;
(i) understanding of the various definitions;
(iii) reading in aviation journals about wind shear;
(iv) cues for detection of wind shear;
(v) estimation of degree, location and frequency of wind shear conditions; and

(vi) opinions of the content and timing of information about wind structure.

Only military ATCs were asked questions about ground controlled approaches (GCAs).
As for the civilian pilots’ version, the civilian ATC version contained a few small improvements,
mainly in the questions about wind information. Otherwise the various ATC versions were similar.

3.7 Respondents
3.7.1 Numbers

Table 3.7.1 shows the numbers of questionnaire respondents in relation to the number of
questionnaires dispatched, for each functional group.

Some of the addresses were obsolete, such as in cases of recent retirement or posting. As
a result several letters were returned unopened to ARL. No doubt some others also failed to
reach the addressee, so the precise numbers of questionnaires delivered as intended are not
available.

Apart from the foregoing explanations of non-returned questionnaires, it seems that the
remaining differences in the return rates from the different functional groups could be just chance
variation. This is illustrated by the difference of Air Force ATC return rates, 77%, and 63%,
for versions X and Y respectively; this is not a significant difference according to a chi-square
test at the 0-01 criterion.
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TABLE 3.7.1

Number of persons returning questionnaires in relation to chosen sample size

Number of Questionnaires

Returned A

Dispatched |
: from ARL | to ARL

Pilots i
Air Force (Version X) 204 : 141 69
Air Force (Version Y) ‘ 204 130 64
Army 95 65 68
Navy ‘ 65 | 33 51
Civilian (RPT) 196 | 93 ‘ 47
Total 764 462
Air Traffic Controllers ! ,
Air Force (Version X) i 78 ‘ 60 77
Air Force (Version Y) 78 ‘ 49 63
Army 25 17 68
Navy ‘ 12 ‘ 8 67
Civilian (DOT) 76 56 74
Total 269 190

3.7.2 Representativeness

Efforts to exclude those without recent experience were largely successful. However, a few
respondents, mostly Army pilots, indicated that they had not been flying for up to ten years.

In a few of the cases of an obsolete address, the addressee’s successor completed and returned
the questionnaire. Also, one senior ATC officer withheld the documents from three of his sub-
ordinates because he felt they were too inexperienced; three men of his own selection answered
the questionnaire.

As a result of the foregoing, and any other sources of interference, some testing of the
respondent groups was considered necessary in order to establish whether or not they were
adequately representative of the parent populations. Bias could be introduced if, for example,
the respondents contained disproportionate numbers from a particular age group, squadron etc.
This testing was madc difficult by data inadequacies such as incomplete data about civilian
ATC age profiles and incomplete personal data supplicd by questionnaire respondents.

Nevertheless, where possible, age and rank profiles were compiled for each of the functional
groups, and statistical tests (chi-square and Kolmogorov-Smirnov) were used to compare these
profiles with those of the parent groups. No significant differences were found at the 0-01 prob-
ability level. As an example, Figure 3 gives the age profiles for RAAF pilots for whom suitable
data were available. The profiles for both the parent group and the respondent group show a
significant peak in the 26 to 34 ycars age group. Officers above the age of 50 years were not
included in the survey.

Table 3.7.2 gives a list of the flying hours which respondents stated that they had logged
on the various aircraft types. Imperfections in this list have been caused by (i) truncation and
approximations by respondents in answering the question, and (ii) the exclusion of flying experi-
ences of less than 100 hours on any particular aircraft type (e.g. the list does not represent the
60 to 80 hours of basic training flights by many military pilots in the Winjecl aircraft). The
table shows an extensive coverage of most aircraft types. As expected, most of the accumulated
flying experience was gained on the older types and transport types of aircraft. One feature
which became evident only after viewing the table was the low representation from Skyhawk
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pilots. It was then discovered that no members of VF805 Squadron had been included in the
list supplied by the Navy; presumably the resulting low representation of Skyhawk pilots could
introduce some bias into the sampled collective opinion of Navy pilots.

TABLE 3.7.2
Pilot flying hours for aircraft type
Number of responding pilots with flying hours of:
Aircraft type 10 | 500 1000 2000 4000
to to to to hours
499 999 1999 3999 or
hours hours hours hours more
Andover HS-748 5 9 10 3
BAC One Eleven 2 0 2
Bell 47G 1 12 13 9
Bell 206B 4 Lo 12
Boeing 707 0 1 2 4 12
Boeing 727 0 3 8 9 3
Boeing 747 ! 1 0 2 7
Canberra 2 17 20
Caribou DHC-4 0 6 16 23 2
Cessna 180 3 | 4 5
Chinook CH-47 4 } 3 1
CT-4A Airtrainer 8
Dakota C-47 10 10 15 9
Douglas DC-3 0 0 10 7 16
Douglas DC-4 0 1 I 2 2
Douglas DC-9 1 6 12 11 4
Electra L-188 1 3 9
F-111C 7 8 3
Fokker F27 1 7 16 10 12
Hercules C-130 4 3 27 13
Iroquois UH-1 12 16 46 13
Macchi MB-326H 128 28 22 i 2
Mirage 111 i 1 29 32 : 3
Mystére-Falcon 20 2 ; 3 3 ‘ !
Neptune SP-2H ‘ 2 ! 2 8 9 ’
Nomad N22 2 ‘ ,
Orion P-3 0 4 12 i 2
Porter PC-6B 5 6 12 t 6 ‘
Sabre F-86 20 | 15 10 1
Sea King S-61 o 2 !
Skyhawk A-4G : 1 3 ‘ ! !
Tracker S-2 ‘ 0 2 6 | 3
Vampire X 1 5
Viscount | 0 1 | 3 | 4 6
Wessex Mk31 i 6 ‘ 8 2 | i
Winjeel , &4 25 13 1 \
3 i i




3.7.3 Attitude

Most respondents appeared to react positively to the survey. More than half of those who
answered and returned the questionnaire wrote a paragraph or more in the ‘general comments’
space. Most gave written replies where invited and many expanded on the multi-choice answers
as well. The proliferation of written words was not expected and, although welcome, it did add
substantially to the analysis time.

Typical of some unsolicited general comments on the principle of the survey are:

‘Fine to see such an exhaustive study’

‘Should be more of this on other aspects of safety’

‘I hope the survey will improve weaker areas of [wind] advice’ and

‘Are we having enough problems of this type to warrant this investigation 7

There were also a smaller number of negative remarks about the questionnaire quality and
approach. Some of the more prominent are:

‘Some ambiguity’

‘Some multi-choice answers loosely phrased’

‘Questionnaire directed at stable shears only’

‘Questionnaire generally not applicable to rotary wing experience’ and
‘A great technical appraisal may tend to switch off the pilot’s interest’.

Some respondents were clearly unfamiliar with wind shear problems. For them the survey
served as an educational aid by implicit coverage of certain aspects, and as a catalyst for subse-
quent discussion with their colleagues. Typical remarks include:

‘The questionnaire has shown me how little 1 had thought about wind shear’ and

‘The questionnaire has highlighted our lack of knowledge’.

3.8 Responses

Tabulation of the responses to the multi-choice questions is given in Appendix D. Because
of the unequal numbers of respondents in each group, direct totalling for each of the answer
options could be misleading. Therefore these totals have not been included in the tables in
Appendix D. Individual questions and corresponding responses are discussed in the following
sections.

4. SUBJECT UNDERSTANDING

The questions at the beginning of each questionnaire served to establish the subject as well
as to survey the understanding of some relevant terms.

The question: *‘What is implied by saying that an aircraft “hit a downdraft” ?" resulted in a
literal interpretation (i.e. ‘the aircraft flew into downwards moving air’) by about 80%, of ATC
respondents and about 60%, of pilot respondents. The ‘either or both’ option (i.e. either the slower
headwind or the downwards moving air, or both) was selected by 339, of responding pilots;
RAAF pilots were prominent in selecting that option. Table D1 in Appendix D gives complete
data.

Table D2 shows that the question: ‘What is wind shear?" yielded an emphasis on the ‘abrupt
change of wind . . .’ answer among all groups of respondents. Some emphasised similarity with
words like ‘gustiness’ and ‘turbulence’.

The question: *What is wind gradient?" yielded an emphasis on the ‘progressive change
in wind speed . . .” answer among all groups. Table D3 contains the response data. Some respon-
dents commented that the ‘gradient wind’ was the wind interpreted from the pressure gradient
or isobars shown on meteorological charts.
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The question: ‘In which publications have you, in recent months, seen mention of wind
shear, or its effects, or accidents related to wind shear? seemed to be taken as ‘Which publi-
cations do you read 7" by some respondents. Thc most popular selections were the more general
answers (i.e. ‘US military publications’, ‘company newsletters’) and ‘Aviation Safety Digest'.
The percentage of respondents selecting ‘none’ ranged from 19, for civilian pilots to 419, for
Army ATCs. One of the response options, ‘Air Accident Digest’, was included as a fictitious
item in order to give an indication of the reliability of the responses. In this respect it appears
to have failed as enquiries prompted by its relatively high response rate indicated that it was
confused by the respondents with real publications such as the DOT ‘Aviation Safety Digest’
and a Navy publication. This was particularly so for civilian pilot respondents as ‘Aviation
Safety Digest’ was unintentionally omitted from the answer options for their questionnaire.
Table D4 shows the number of selections for each of the available options.

The question: ‘Which of the following terms do you think is correct when the headwind
decreases on descent during final approach? has the following answers which are correct by
definition (see Section 2.3):

(1) negative shear (as opposed to positive shear)

(2) headwind shear (as opposed to tailwind shear)

(3) forward shear (as opposed to reverse shear)

(4) undershoot shear (as opposed to overshoot shear).

In the multiple-choice answers, the last of these pairs was offered only in the civil versions of
the questionnaire. Table 4.1 gives selected data for the responses. More complete data are given
in Appendix D, Table DS.

TABLE 4.1
Response data on wind shear definitions

Percentage of respondents Ratio of correct
who selected to
‘unfamiliar with these terms’ iacorrect responses

Answer option

Military Civilian Military Civilian Military Civilian Military Civilian
pilots  pilots ATCs ATCs pilots pilots ATCs ATCs

Positive/negative

shear 54 20 51 56 1-7 1-5 3-0 1-8
Headwind/tail-

wind shear 50 24 56 53 , 75 36 25 20
Forward/reverse 1

shear Tl 49 67 67 ’ 1-2 2:0 11 0-9
Overshoot/under-, }

shoot shear | 32 B 36 1-2

For military respondents, the headwind/tailwind option was the most favoured and also
the best answered as judged by the correct/incorrect ratios. However, more than half of the
military respondents selected ‘unfamiliar with these terms’ rather than either of those options.
Civilian ATCs mostly preferred the positive/negative shear terms, and civilian pilots mostly
preferred the overshoot/undershoot shear option. And while fewer civilian pilots selected ‘un-
familiar with these terms’ the correct/incorrect ratios were lower than for military pilots.

A separate question about vertical/horizontal shear was asked in the civilian versions only.
The correct/incorrect ratio was 4 -3 for civilian pilots and 1-0 for civilian ATCs (see Table D6).
Many of the incorrect responses indicated that there was confusion between the direction of
movement of the air and the axis along which wind variation can occur.
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